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BUILDING STRONG®

Agenda

▪ Per- and Polyfluoroalkyl Substances (PFAS) 

► Army sampling results update

• Site Inspection (SI) data and report status

• Additional sampling of Long-Term Monitoring (LTM) wells

► Town of Ayer and Devens supply well sampling and 

operations update

► Remedial Investigation (RI) planning

2



BUILDING STRONG®

Background – PFAS
▪ Perfluorinated compounds are found in many household and 

commercial/industrial products

► carpeting, water-proof clothing, rain gear, Teflon pans, food wrappers

► metal plating operations

► fire-fighting foams

▪ 2014 – EPA identified perfluorooctane sulfonate (PFOS) and 

perflurorooctanoic acid (PFOA) as emerging contaminants

► PFOS & PFOA most-widely produced PFAS compounds in U.S.

► Adverse effects identified in laboratory animals

▪ 2016 – EPA Lifetime Health Advisory (LHA) for PFOS & PFOA

► LHA of 0.07 micrograms per liter (μg/L) (70 parts per trillion [ppt]) applies 

to PFOS and PFOA and the sum of PFOS and PFOA in drinking water

► Many different types of PFAS compounds exist

► Typically sample for either 6 or 14 of these compounds
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BUILDING STRONG®

Site Inspection Summary
▪ Sept 2016 – Draft Preliminary Assessment (PA) report

▪ Sept 2016 – Commence water supply well sampling in Ayer

▪ June 2017 – SI sampling begins

► Nine areas investigated as part of the SI

▪ Sept 2017 – Draft SI report and final PA report

► Draft SI recommended further investigation for AOCs 5, 32, 50, 30, 31, 20, 

21, 74, and 75

► Evaluation of source of PFAS in public water supply wells (MacPherson 

and Grove Pond) and evaluation if impacts to other water supplies

▪ Dec 2017/Jan 2018 – Supplemental sampling of LTM wells

▪ Jan 2018 – SI Addendum sampling at the Devens Fire Station 

▪ April 2018 – Draft SI Addendum report (fire station results) and 

LTM well data report

► Recommend further investigation for AOCs 43G, 57, and Devens Fire 

Station (AOC 76)
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BUILDING STRONG®

Site Inspection (SI) and SI Addendum 

Sampling Areas
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BUILDING STRONG®

SI Addendum

Devens Fire Station

▪ Field work conducted in January 2018

▪ Soil and groundwater samples collected from 9 

locations around the Devens Fire Station (AOC 76)

▪ Six locations had PFOS and/or PFOA detected at or 

above the EPA LHA (70 ppt) in groundwater

► Maximum groundwater concentration of 4,160 ppt in 

surface swale adjacent to Fire Station
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